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From Professional Point-of-Care to Patient Home Testing 
Consistent PT/INR results in less than 2 minutes using one drop 

of fresh whole blood from a fingerstick.
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Ordering Information
 
INRatio Monitor 
Professional Kit 	 #0100004
Patient Home Test Kit 	 #0100007
 
INRatio Test Strips 
48 Pack 	 #0100139
 12 Pack 	 #0100071
 
INRatio Printer 	 #0200046

• On Board Quality Controls
Normal and therapeutic control tests are performed in real time, side by side with 
the PT test, using the same drop of blood, ensuring the reliability of each and 
every test. No additional costly, time consuming external control tests or 
materials are necessary.

 

• Test Strips do not require refrigeration
Store at room temperature for up to 12 months.
No need to wait for strips to warm up.
Save precious refrigerator space.
 

• Small Sample Size
One drop (15 µL) of fresh whole blood from a fingerstick applied directly 
to the strip performs both the test and quality controls.
No special blood collection devices required.

 

• Rapid test results in less than 2 minutes
Make immediate dosage adjustment with patients.
Reduce overall time to manage therapy.

 

• Point-of-Care and Patient Home Test method consistency
Standardize your PT Management when the INRatio is used in your office 
or by your patients at home.

 

• Consistent, reliable results comparable to a central laboratory 
Automatic electronic self tests ensure reliabilty.
Performs self-diagnostics to detect testing problems.
Low ISI as recommended by ACCP, CAP, and WHO.

 

• Features
Stores up to 60 results in memory.
Powered by AC adapter or 4 AA batteries.
Built-in communication port for a printer or connectivity software.
Self-maintaining system requires only routine cleaning.
3-button interface to change time, date, and access test memory.
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